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Montana Department of Transportation  Pile and Driving Equipment Data 
Submit To:  MDT Project Manager
Values on this form are in:
Hammer
ft-lbs (Joules)
feet (m)
ft-lbs (Joules)
feet (m)
lbs (kg)
Striker Plate
lbs (kg)
in. (mm)
in. (mm)
Hammer Cushion
in.2 (cm2)
in. (mm)
in. (mm)
Helmet (Drive Head)
lbs (kg)
One Piece Helmet:?
Pile Insert (Bonnet)
lbs (kg)
lbs (kg)
Pile Cushion
in.2 (cm2)
in. (mm)
in. (mm)
Pile
in. (mm)
feet (m)
lbs (kg)
in.2 (cm2)
Kips (kN)
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Pile and Drive equipment form to be completed by Contractor and submitted to MDT.
MDT
Pile Driving and Equipment Data
	CurrentPage: 
	PageCount: 
	PrjName: 
	Prime: 
	PrjNumber: 
	PrjManager: 
	ContractNumber: 
	BridgeCont: 
	English: 
	Metric: 
	Hammer: 
	Manufacturer: 
	Model: 
	SerialNumber: 
	HammerType: 
	RatedEnergy: 
	Stroke: 
	RangeEnergy: 
	RangeEnergyTo: 
	RangeStroke: 
	RangeStrokeTo: 
	RamWeight: 
	Modifications: 
	StrikerPLate: 
	Weight: 
	Diameter: 
	Thickness: 
	Hammercushion: 
	Material: 
	Area: 
	NumberPlates: 
	TotalThickness: 
	ModulusElasticity: 
	Coefficient: 
	Helmet: 
	WeightofHelmet: 
	Yes: 
	No: 
	PileInsert: 
	WeightofInsert: 
	TotalweightofHelmet: 
	PileCushion: 
	NoSheets: 
	Pile: 
	PileType: 
	WallThickness: 
	OrderLength: 
	Taper: 
	WeightperMeter: 
	CrossSection: 
	PileCap: 
	DrivingShoe: 
	Splice: 
	TextField1: 
	Submitted: 
	PhoneNum: 
	email: 
	Date: 



